
CO 100 BBTG

Feature                                                                                                                                                            Standard                                                                                    Optional

Min./Max. product dimensions                                                                                                     length 50 / 1.500 mm                                                                                 on request

                                                                                                                                                           width 5 / 200 mm                                                                                                -

                                                                                                                                                          height 1 / 130 mm                                                                                                -

Performance                                                                                                                                                       80 ppm                                                                                    120 ppm

Film roll mount                                                                                                                                                        lower                                                                                                 -

Film roll width and max. ext. dia                                                                                                               700 / 350 mm                                                                            900 / 350 mm

Drive                                                                                                                                                                      4 axis                                                                                                 -

Sealing head                                                                                                                                                   long-dwell                                                                                                 -

In-feed conveyor useful length                                                                                                                        1.500 mm                                                                                 on request

Automatic film splicer                                                                                                                                                    -                                                                                 on request

Control panel                                                                                                                                   colour touch-screen                                                                                                 -

Program memory                                                                                                                                       99 programs                                                                                expandable

Diagnostics                                                                                                                                                              YES                                                                                                 -

Machine finishing                                                                                                                                painted RAL 7035                                                                            stainless steel

Function                                                                                                                                                                         -                                                                NO product - NO bag

Function                                                                                                                                                                        -                                                                                            LVA

Wrapping materials                                                                                                       heat sealable OPP - BOPP - COEX - LAMINATE - polyethylene / polyolefin / cold-sealable films

Installed power                                                                                                                                                        kw 5                                                                                                 -

Weight                                                                                                                                                              kg 1.200                                                                                                 -

Feeding system                                                                                                                                                   manual                                                                                   automatic

Machine dimensions                                                                                                           5.000 x 1.200 x 1.400h mm                                                                                                -

Horizontal Wrapping Machine
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